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(57) ABSTRACT

A moving fixture capable of adjusting suction is disclosed in
the present invention. The moving fixture includes a sucking
component, a first supporting component, a second support-
ing component, a resilient component and a handle. A first
end of the first supporting component is disposed on the
sucking component. The second supporting component is
movably disposed on a second end of the first supporting
component opposite to the first end, and the second support-
ing component can move from the second end to the first end
relative to the first supporting component. The resilient com-
ponent is disposed between the first supporting component
and the second supporting component. The handle is disposed
on an end of the second supporting component opposite to the
first supporting component.

18 Claims, 7 Drawing Sheets
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1
MOVING FIXTURE AND RELATED MOVING
APPARATUS

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a moving fixture, and more
particularly, to a moving fixture and a related moving appa-
ratus capable of adjusting suction force.

2. Description of the Prior Art

Dimensions of the panel unit are increased according to a
trend of the consumer market. The moving fixture is a tool for
stably moving the panel unit. The conventional moving fix-
ture includes a handle, a support arm and an adhesive disk.
The support arm is made of rigid material. Ends of the support
arm are respectively connected to the handle and the adhesive
disk. For moving the panel unit, the moving fixture is put on
a surface of the panel unit, an external force is applied to the
handle to downwardly move the support arm, and the adhe-
sive disk is resiliently deformed to exhaust inner air. A
vacuum state inside the adhesive disk is formed to tempo-
rarily connect the moving fixture with the panel unit. How-
ever, operation of the conventional moving fixture is incon-
venient. The adhesive disk cannot effectively connect with
the panel unit as the small pressing force is applied to the
moving fixture, or the panel unit is easily damaged as the large
pressing force is applied to the moving fixture. Therefore, a
moving fixture capable of controlling the pressing force to
generate the suitable suction force is an important issue of the
related panel industry.

SUMMARY OF THE INVENTION

The present invention provides a moving fixture and a
related moving apparatus capable of adjusting suction force
for solving above drawbacks.

According to the claimed invention, a moving fixture
capable of adjusting suction force is disclosed. The moving
fixture includes a sucking component, a first supporting com-
ponent, a second supporting component and a resilient com-
ponent. A first end of the first supporting component is dis-
posed on the sucking component. The second supporting
component is movably disposed on a second end of the first
supporting component opposite to the first end. The second
supporting component is adapted to move relative to the first
supporting component, so as to shift from the second end to
the first end. The resilient component is disposed between the
first supporting component and the second supporting com-
ponent. Elasticity coefficient of the sucking component is
greater than or equal to elasticity coefficient of the resilient
component.

According to the claimed invention, the moving fixture
further includes a handle disposed on an end of the second
supporting component opposite to the first supporting com-
ponent.

According to the claimed invention, the second supporting
component is a sleeve. An accommodating structure of the
sleeve is movably sheathed on the first supporting compo-
nent.

According to the claimed invention, two ends of the resil-
ient component are respectively connected to the second end
of'the first supporting component and a bottom of the accom-
modating structure of the second supporting component.

According to the claimed invention, an aperture of the
accommodating structure of the second supporting compo-
nent is substantially greater than radial dimension of the first
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supporting component. A depth of the accommodating struc-
ture is substantially equal to a length of the first supporting
component.

According to the claimed invention, the first supporting
component comprises a hollow structure, and a contact sur-
face is disposed on an end of the hollow structure. The second
supporting component movably inserts into the hollow struc-
ture of the first supporting component.

According to the claimed invention, the second supporting
component includes a base and a constraint portion connected
to each other. The constraint portion movably inserts into the
hollow structure of the first supporting component, and the
base is adapted to contact against the contact surface of the
hollow structure. A length of the constraint portion is substan-
tially equal to a depth of the hollow structure.

According to the claimed invention, the resilient compo-
nent is disposed on the constraint portion. Ends of the resilient
component are respectively connected to the base and the
contact surface of the hollow structure.

According to the claimed invention, a moving apparatus
includes a bar and a plurality of moving fixtures. The plurality
of'moving fixtures is disposed on the bar. Each moving fixture
includes a sucking component, a first supporting component,
a second supporting component and a resilient component. A
first end of the first supporting component is disposed on the
sucking component. The second supporting component is
movably disposed on a second end of the first supporting
component opposite to the first end. The second supporting
component is adapted to move relative to the first supporting
component, so as to shift from the second end to the first end.
The resilient component is disposed between the first sup-
porting component and the second supporting component.

The moving fixture and the related moving apparatus of the
present invention have advantages of simple structure and
easy operation, and are helpful to eftectively control the suc-
tion force of the adhesive disk to safely move the panel unit,
s0 as to increase yield rate of the product.

These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram of a moving apparatus according to an
embodiment of the present invention.

FIG. 2 is an explode diagram of a moving fixture according
to a first embodiment of the present invention.

FIG. 3 and FIG. 4 respectively are diagrams of the moving
fixture in different operation modes according to the first
embodiment of the present invention.

FIG. 5 is an exploded diagram of the moving fixture
according to a second embodiment of the present invention.

FIG. 6 and FIG. 7 respectively are diagrams of the moving
fixture in different operation modes according to the second
embodiment of the present invention.

DETAILED DESCRIPTION

Please refer to FIG. 1. FIG. 1 is a diagram of a moving
apparatus 10 according to an embodiment of the present
invention. The moving apparatus 10 is a tool utilized to move
panel units, such as the glass substrate, the polarizer, the
liquid crystal panel and so on. The moving apparatus 10
includes a bar 12 and a plurality of moving fixtures 14. The
bar 12 can be the tetragon form shown in FIG. 1, or the other
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forms, such as the triangular form and the pentagon form. The
plurality of moving fixtures 14 is equally disposed on sym-
metrical positions of the bar 12, preferably. The panel unit has
property of large dimensions, and the moving apparatus 10
utilize the plurality of moving fixtures 14 to connect with
different positions of the panel unit by multipoint connection,
s0 as to provide stable connecting force. A shape of the bar 12
and an amount of the moving fixture 14 are not limited the
above-mentioned embodiment, and depend on actual
demand.

Please refer to FIG. 2. FIG. 2 is an explode diagram of the
moving fixture 14 according to a first embodiment of the
present invention. The moving fixture 14 includes a sucking
component 16, a first supporting component 18, a second
supporting component 20, a resilient component 22 and a
handle 24. The sucking component 16 is an adhesive disk
made of rubber material. Resilient deformation of the sucking
component 16 can be used to exhaust air inside the adhesive
disk for generating suction force (vacuum suction force is
preferred). A first end 181 of the first supporting component
18 is disposed on the sucking component 16. The resilient
component 22 is disposed between the first supporting com-
ponent 18 and the second supporting component 20, and the
second supporting component 20 is movably disposed on a
second end 183 of the first supporting component 18. The
second end 183 is opposite to the first end 181. The handle 24
is disposed on an end of the second supporting component 20
opposite to the first supporting component 18. Further, elas-
ticity coefficient of the sucking component 16 is greater than
orequal to elasticity coefficient of the resilient component 22.

As the moving fixture 14 is in use, an external force is
applied to the handle 24 to press the second supporting com-
ponent 20, the second supporting component 20 moves rela-
tive to the first supporting component 18 along the vertical
direction (which is parallel to a structural axle of the support-
ing component). Resilient deformation quantity of the resil-
ient component 22 is greater than resilient deformation quan-
tity of the sucking component 16. The resilient component 22
is utilized to absorb the external force for reducing the resil-
ient deformation quantity of the sucking component 16,
which is simultaneously generated, so as to decrease the
suction force of the sucking component 16 applied to the
panel unit. For example, heights of the first supporting com-
ponent 18, the second supporting component 20 and the suck-
ing component 16 are substantially equal to the same value H.
The maximum resilient deformation quantity of the sucking
component 16 is equal to H, and can be adapted to generate
the maximum suction force F.

When the second supporting component 20 moves relative
to the first supporting component 18 to stack the second
supporting component 20 with the first supporting compo-
nent 18, the second supporting component 20 moves from the
second end 183 to the first end 181. Due to difference of the
above-mentioned elasticity coefficient, the external force is
mostly absorbed by the resilient component 22, so that the
resilient deformation quantity of the sucking component 16
can be smaller than 0.5H, and the suction force generated by
the sucking component 16 can be accordingly smaller than
0.5F. The resilient deformation quantity and the preferred
suction force of the sucking component 16 are not limited to
the above-mentioned parameters, which correspond to the
elasticity coefficient difference between the resilient compo-
nent 22 and the sucking component 16 and further correspond
to relative movement between the first supporting component
18 and the second supporting component 20, and a detailed
description is omitted herein for simplicity.
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Please refer to FIG. 3 and FIG. 4. FIG. 3 and FIG. 4
respectively are diagrams of the moving fixture 14 in different
operation modes according to the first embodiment of the
present invention. The first supporting component 18 can be
a solid pillar. The second supporting component 20 can be a
hollow sleeve. An aperture D1 of an accommodating structure
26 inside the second supporting component 20 is substan-
tially greater than a radial dimension D2 of the first support-
ing component 18, and a depth of the accommodating struc-
ture 26 can be greater than or at least equal to a length (such
as the height H) of the first supporting component 18. In
addition, two ends of the resilient component 22 are respec-
tively connected to the second end 183 of the first supporting
component 18 and a bottom 261 of the accommodating struc-
ture 26, and the second supporting component 20 can be
sheathed on the first supporting component 18 via the accom-
modating structure 26 for relatively vertical movement.

As shown in FI1G.3, the moving fixture 14 is at an initial
mode, the resilient component 22 and the sucking component
16 are not deformed. The structural heights of the resilient
component 22 and the sucking component 16 are equal to H.
The second supporting component 20 is suspended over the
first supporting component 18 via the resilient component 22,
and a lower end of the second supporting component 20
aligns with the second end 183 of the first supporting com-
ponent 18. As shown in FIG. 4, the handle 24 is pressed by the
external force, the second supporting component 20 moves
relative to the first supporting component 18 downwardly,
and the resilient component 22 is compressed. When the
lower end of the second supporting component 20 aligns with
the first end 181 of the first supporting component 18, the
resilient deformation quantity of the sucking component 16
can be substantially equal to 0.5H. Besides, the lower end of
the second supporting component 20 further can contact
against the constraint portion 27 when aligning with the first
end 181; meanwhile, the moving fixture 14 generates the
optimum predetermined suction force, and the external force
is able to remove from the handle 24. The constraint portion
27 is disposed on a position of an outer surface of the first
supporting component 18 adjacent to the first end 181, to
constrain the movement of the second supporting component
20 relative to the first supporting component 18.

Please referto FIG. 5. FIG. 5 is an exploded diagram of'the
moving fixture 14' according to a second embodiment of the
present invention. In the second embodiment, elements hav-
ing the same numeral as ones of the first embodiment have the
same structures and functions, and a detailed description is
omitted herein for simplicity. Different between the first
embodiment and the second embodiment is that the first sup-
porting component 18' includes a hollow structure 28, and a
contact surface 30 is disposed on an end of the hollow struc-
ture 28. The second supporting component 20" includes a base
32 and a constraint portion 34 connected to each other. Radial
dimension of the base 32 is greater than radial dimension of
the constraint portion 34. Ends of the resilient component 22
are respectively connected to the base 32 and the contact
surface 30. The resilient component 22 is further disposed on
the constraint portion 34. The constraint portion 34 of the
second supporting component 20' movably inserts into the
hollow structure 28 of the first supporting component 18', and
the resilient component 22 is compressed to generate the
resilient deformation. A length of the constraint portion 34 is
substantially equal to a depth of the hollow structure 28, and
dimensions of the base 32 is greater than an aperture of the
hollow structure 28. As the second supporting component 20'
inserts into the first supporting component 18', the base 32
contacts against the contact surface 30 of the hollow structure
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28 to constrain relative movement between the supporting
components, and the external force is removed from the
handle 24.

Please refer to FIG. 6 and FIG. 7. FIG. 6 and FIG. 7
respectively are diagrams of the moving fixture 14' in differ-
ent operation modes according to the second embodiment of
the present invention. As shown in FIG. 6, the moving fixture
14'is at the initial mode, the second supporting component 20'
is suspended over the first supporting component 18' via the
resilient component 22. The constraint portion 34 aligns with
an opening of the hollow structure 28, and the sucking com-
ponent 16 without the external force keeps at the initial struc-
tural height. As shown in FIG. 7, the external force is applied
to the handle 24 to move the second supporting component
20' downwardly. The constraint portion 34 of the second
supporting component 20" inserts into the hollow structure 28
of the first supporting component 18', and the resilient com-
ponent 22 is compressed to generate the resilient deforma-
tion. When the second supporting component 20' completely
inserts into the first supporting component 18', such as the
lower end of the second supporting component 20' aligns with
the first end 181, the relative movement between the first
supporting component 18' and second supporting component
20' is equal to H, the resilient deformation quantity of the
sucking component 16 can be smaller than 0.5H, and the
suction force generated by the sucking component 16 can be
accordingly smaller than 0.5F. The optimum predetermined
suction force of the sucking component 16 isnot limited to the
above-mentioned value of 0.5F, which depends on applica-
tion mode of the product.

In conclusion, the multiple stage moving fixture and the
related moving apparatus of the present invention disposes
the resilient component between the first supporting compo-
nent and the second supporting component. The resilient
component and the sucking component are compressed to
generate the resilient deformation when the moving fixture is
pressed. The external force is mostly absorbed by the resilient
component, and actual deformation quantity of the sucking
component can be smaller than the maximum resilient defor-
mation quantity. Therefore, when the moving apparatus con-
nects with the panel unit by the multipoint connection, the
relative movement between the first supporting component
and the second supporting component can be utilized to deter-
mine quantity of the suction force generated by each moving
fixture, so as to prevent the panel unit from damage by over-
exertion. The present invention further can dispose the piezo-
electric component and the speaker on the constraint portion
of the first embodiment or the contact surface of the second
embodiment. When the second supporting component moves
relative to the first supporting component to press the piezo-
electric component, the piezoelectric component drives the
speaker to generate a prompt audio for reminder that the
optimum predetermined suction force is generated by the
moving fixture.

The structural heights of the first supporting component,
the second supporting component and the sucking component
of the present invention are not limited to the above-men-
tioned proportion illustrated in the first embodiment and sec-
ond embodiment, which depends on actual demand. Selec-
tion of the elasticity coefficient of the sucking component and
the resilient component can be set according to design
demand. The relative movement of the supporting compo-
nents drives the sucking component and the resilient compo-
nent to simultaneously generate the resilient deformation, the
resilient deformation quantity of the sucking component is
decreased due to the elasticity coefficient difference between
the sucking component and the resilient component, and
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structural movement constraint is utilized to remind that the
optimum predetermined suction force is generated by the
sucking component. The moving fixture capable of effec-
tively adjusting the sucking force (the vacuum suction force)
of the sucking component belongs to scopes of the present
invention. Comparing to the prior art, the moving fixture and
the related moving apparatus of the present invention have
advantages of simple structure and easy operation, and are
helpful to effectively control the suction force of the adhesive
disk to safely move the panel unit, so as to increase yield rate
of the product.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended claims.

What is claimed is:

1. A moving fixture comprising:

a sucking component being a resilient deformable structure
for generating suction force by resilient deformation;

a first supporting component, a first end of the first sup-
porting component being disposed on the sucking com-
ponent;

a second supporting component movably disposed on a
second end of'the first supporting component opposite to
the first end, the second supporting component being
adapted to move relative to the first supporting compo-
nent so as to shift from the second end to the first end;
and

a resilient component disposed between the first support-
ing component and the second supporting component;

wherein elasticity coefficient of the sucking component is
greater than or equal to elasticity coefficient of the resil-
ient component, the second supporting component
moves relative to the first supporting component to
accordingly compress the resilient component, and a
resilient recovery force ofthe resilient component drives
the first supporting component to deform the sucking
component to generate the suction force.

2. The moving fixture of claim 1, further comprising:

a handle disposed on an end of the second supporting
component opposite to the first supporting component.

3. The moving fixture of claim 1, wherein the second
supporting component is a sleeve, an accommodating struc-
ture of the sleeve is movably sheathed on the first supporting
component.

4. The moving fixture of claim 3, wherein ends of the
resilient component are respectively connected to the second
end of the first supporting component and a bottom of the
accommodating structure of the second supporting compo-
nent.

5. The moving fixture of claim 3, wherein an aperture of the
accommodating structure of the second supporting compo-
nent is substantially greater than radial dimension of the first
supporting component, a depth of the accommodating struc-
ture is substantially equal to a length of the first supporting
component.

6. The moving fixture of claim 1, wherein the first support-
ing component comprises a hollow structure, a contact sur-
face is disposed on an end of the hollow structure, the second
supporting component movably inserts into the hollow struc-
ture of the first supporting component.

7. The moving fixture of claim 6, wherein the second
supporting component comprises a base and a constraint por-
tion connected to each other, the constraint portion movably
inserts into the hollow structure of the first supporting com-
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ponent, and the base is adapted to contact against the contact
surface of the hollow structure.

8. The moving fixture of claim 7, wherein a length of the
constraint portion is substantially equal to a depth of the
hollow structure.

9. The moving fixture of claim 7, wherein the resilient
component is disposed on the constraint portion, ends of the
resilient component are respectively connected to the base
and the contact surface of the hollow structure.

10. A moving apparatus comprising:

a bar; and

a plurality of moving fixtures disposed on the bar, each

moving fixture comprising:

a sucking component being a resilient deformable struc-
ture for generating suction force by resilient deforma-
tion;

a first supporting component, a first end of the first
supporting component being disposed on the sucking
component;

a second supporting component movably disposed on a
second end of the first supporting component opposite
to the first end, the second supporting component
being adapted to move relative to the first supporting
component so as to shift from the second end to the
first end; and

a resilient component disposed between the first sup-
porting component and the second supporting com-
ponent;

wherein elasticity coefficient of the sucking component
is greater than or equal to elasticity coefficient of the
resilient component, the second supporting compo-
nent moves relative to the first supporting component
to accordingly compress the resilient component, and
a resilient recovery force of the resilient component
drives the first supporting component to deform the
sucking component to generate the suction force.
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11. The moving apparatus of claim 10, wherein the moving
fixture further comprises a handle disposed on an end of the
second supporting component opposite to the first supporting
component.

12. The moving apparatus of claim 10, wherein the second
supporting component is a sleeve, an accommodating struc-
ture of the sleeve is movably sheathed on the first supporting
component.

13. The moving apparatus of claim 12, wherein ends of the
resilient component are respectively connected to the second
end of the first supporting component and a bottom of the
accommodating structure of the second supporting compo-
nent.

14. The moving apparatus of claim 12, wherein an aperture
of the accommodating structure of the second supporting
component is substantially greater than radial dimension of
the first supporting component, and a depth of the accommo-
dating structure is substantially equal to a length of the first
supporting component.

15. The moving apparatus of claim 10, wherein the first
supporting component comprises a hollow structure, a con-
tact surface is disposed on an end of the hollow structure, the
second supporting component movably inserts into the hol-
low structure of the first supporting component.

16. The moving apparatus of claim 15, wherein the second
supporting component comprises a base and a constraint por-
tion connected to each other, the constraint portion movably
inserts into the hollow structure of the first supporting com-
ponent, and the base is adapted to contact against the contact
surface of the hollow structure.

17. The moving apparatus of claim 16, wherein a length of
the constraint portion is substantially equal to a depth of the
hollow structure.

18. The moving apparatus of claim 16, wherein the resilient
component is disposed on the constraint portion, ends of the
resilient component are respectively connected to the base
and the contact surface of the hollow structure.
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